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THERE WILL BE NO CHANGES IN SPECIFICATION, DIMENSIONS, OR MATERIALS

UNLESS APPROVED BY THE ENGINEER RESPONSIBLE FOR THIS DRAWING.

THE DRAWINGS ARE PREPARED COOPERATIVELY BY THE NATURAL

RESOURCE CONSERVATION SERVICE FOR THE NAMED LANDOWNER.

CONSTRUCTION FOUND NOT IN ACCORDANCE WITH THESE DRAWINGS AND

SPECIFICATIONS SHALL VIOLATE THE COOPERATIVE  AGREEMENT AND ALL

DRAWINGS, SPECIFICATIONS, AND QUANTITIES ESTIMATE SHALL

IMMEDIATELY BE RETURNED TO THE LOCAL NRCS OFFICE.

MATERIALS LIST

ALL EXCAVATION AND METHODS OF CONSTRUCTION SHALL BE

      IN ACCORDANCE WITH THE MARYLAND OCCUPATIONAL

      SAFETY AND HEALTH ADMINISTRATION (MOSHA) STANDARDS

      AS SET FORTH IN THE LATEST VERSION OF THE CODE OF

      MARYLAND REGULATIONS

SAFETY REGULATIONS

LANDOWNER/PROJECT
309 - agrichemical handling facility

DISTRICT SOIL conservation district

GENERAL NOTES:

 PLEASE CONTACT THE LOCAL SOIL & WATER CONSERVATION DISTRICT AT

LEAST 3 DAYS PRIOR TO CONSTRUCTION TO ARRANGE A PRE-CONSTRUCTION

MEETING @ PHONE #

 A CONSERVATION TECHNICIAN SHALL VERIFY CUT/GRADE STAKES AT THE

CONTRACTORS REQUEST

 A PERMANENT WATER SUPPLY LINE SHALL BE INSTALLED IN THE STRUCTURE

WITH REQUIRED BACKFLOW PREVENTER

 GRADE SITE TO ALLOW WATER TO FLOW AWAY FROM STRUCTURE

SITE

THE CONSERVATION PRACTICE(S) MEETS OR EXCEEDS

NRCS STANDARDS AND SPECIFICATIONS

SIGNATURE                        DATE

AS-BUILT STATEMENT

INSPECTED BY

CONSTRUCTION APPROVAL

VERIFIED DISTRICT

CONSERVATIONIST

SIGNATURE                        DATE

SIGNATURE                        DATE

REVISED 4/3/2015

SHEET                       TITLE

2..................................PLAN VIEW/CONSTRUCTION SEQUENCE

3..................................TYPICAL PLAN VIEW/END VIEW/ SIDE VIEW/ CROSS SECTION VIEW

4..................................SECTION VIEW A-A', B-B' AND C-C'

5..................................FRAMING DETAIL AND ROOFING DETAILS

6..................................CONCRETE DETAILS AND NOTES/SEEDING/ACCESS LANE

*USED FOR ESTIMATE PURPOSES ONLY*

(OPTIONAL)

OWNER/CONTRACTOR STATEMENT

I CERTIFY THAT THIS DESIGN HAS BEEN

EXPLAINED TO ME BY A REPRESENTATIVE OF

THE LOCAL SOIL CONSERVATION DISTRICT, AND

I UNDERSTAND THE CONTENTS, ALL

CONSTRUCTION WILL BE DONE ACCORDING TO

THESE PLANS AND SPECIFICATIONS, I FURTHER

UNDERSTAND THAT ALL CONSTRUCTION WILL

BE UNDER THE INSPECTION OF THIS OFFICE.

OWNER/OPERATOR SIGNATURE       DATE

CONTRACTOR'S SIGNATURE              DATE

REPORTABLE ITEMS:

309 AgriChemical Handling Facility 1 St.



PLAN VIEW



PLAN VIEW

NOT TO SCALE
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REQUIRED EYE WAS STATION, HYDRANT, AND FIRE EXTINGUISHER

(LOCATION TO BE DETERMINED AT CONSTRUCTION, BUT NOT TO

BE LOCATED IN ENCLOSED CHEMICAL STORAGE AREA)

RAMP WITH 4:1

SIDE SLOPES

(OPTIONAL)
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= 20LB ABC FIRE EXTINGUISHER

= HYDRANT

= EYE WASH STATION

CROSS SECTION VIEW

NOT TO SCALE

8" X 24" Ø DRY CONCRETE FOOTER

(SEE DETAIL ON SHEET 6)

CONCRETE CURB

(SEE DETAIL ON SHEET 6)

CONCRETE FLOOR

(SEE DETAIL ON SHEET 6)

CONCRETE SUMP

(SEE DETAIL ON SHEET 6)

MIN. 6" BOTTOM OF

POST TO BE UC4B

TREATED LUMBER

BOTTOM GIRT TO BE

UC4B TREATED LUMBER

RIDGE VENT

SEE FRAMING DETAIL ON SHEET 5
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SIDE VIEW

NOT TO SCALE
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8" X 24" Ø DRY CONCRETE FOOTER

(SEE DETAIL ON SHEET 6)

METAL SIDING

GABLE END TRUSS

SHALL BE SHEATHED

OH

LENGTH

4" X 6"

DIAGONAL

BRACING

(ALL FOUR

CORNERS)

END VIEW

NOT TO SCALE

METAL SIDING

ENTER WIDTH (FT) SLIDING DOOR

LATCHABLE FROM INSIDE



SECTION A - A'

SECTION B - B' SECTION C - C'

USER TO SHOW SECTIONS A THRU C ON THIS SHEET FOR THE DESIGN

SEE PLAN VIEW ON SHEET 3 TO SEE LOCATIONS OF THE SECTIONS REQUIRED



ROOFING CONSTRUCTION NOTE:

ROOFING MATERIAL MUST BE STORED PROPERLY IN ACCORDANCE WITH THE

MANUFACTURER'S RECOMMENDATIONS. ROOFING MATERIAL MUST BE COVERED IF

IT IS STORED OUTSIDE TO PREVENT PREMATURE DETERIORATION.

ALUMINUM ROOFING MAY BE USED IN LIEU OF STEEL.  ROOF SHALL BE DESIGNED

CONSIDERING EXPANSION AND CONTRACTION AND COMPATIBILITY WITH OTHER

METALS. THE ALUMINUM ROOFING SHALL HAVE A MINIMUM THICKNESS OF 0.018

INCHES AND A MAXIMUM SHEET LENGTH OF 16 FEET.   JOINTS SHALL HAVE

SUFFICIENT OVERLAP AND FASTENED WITH STAINLESS STEEL SCREWS.  THE

FASTENER HOLES SHALL BE DRILLED AND SLOTTED AND NEOPRENE WASHERS

USED.

CONCRETE NOTE:

LIQUID NITROGEN WILL CAUSE CONCRETE CORROSION SO CARE

SHOULD BE TAKEN TO PREVENT LEAKS.  AREAS WHERE SPILLS

OR LEAKS HAVE OCCURRED SHALL BE RINSED IMMEDIATELY.

SIMPSON HURRICANE TIE H-6

DETAIL

SIMPSON HURRICANE TIE H-10A

DETAIL

FRAMING DETAIL

NOT TO SCALE

2" X 6" FLYING RAFTER

K-STYLE ALUMINUM

GUTTER

2" X 8" FASCIA BOARD ATTACHED WITH 3-10D GALV.

NAILS. COVER FASCIA WITH ALUMINUM OR PAINT

DOWNSPOUT

SCH 40 PVC PIPE ATTACHED TO POST TO CONVEY ROOF

RUNOFF WATER TO PROTECTED OUTLET

POST SIZE AND SPACING AS

DESIGNED

2" X 4" PURLINS, 24" O.C. WITH 2-10D GALV.

NAILS AT EACH TRUSS

CORRUGATED 29GA GALVINIZED OR PAINTED STEEL

SHEET METAL ROOFING OR EQUAL

HURRICANE STRAP AT EACH TRUSS

SUPPORT. ONE SIMPSON MODEL H10A OR

EQUIVALENT. ATTACHED ACCORDING TO

MANUFACTURERS RECOMMENDATIONS.

(NOT SHOWN)

GIRDERS FASTENED TOGETHER PER

MANUFACTURER'S RECOMMENDATIONS.

(SEE DESIGN NOTES THIS SHEET)

GIRDERS (SIZED PER DESIGN)

WOOD BEAMS

NOTCH GIRDER INTO POST AND CONNECT TO THE

POST WITH 2-1/2" DIAMETER HOT-DIPPED GALVANIZED

BOLTS WITH WASHERS AT BOTH ENDS. LOCATE ALL

HEADER SEAMS IN CENTER OF POSTS AND CONNECT

WITH 2-1/2" DIAMETER HOT-DIPPED GALVANIZED

BOLTS WITH WASHERS IN EACH HEADER PAIR (4

BOLTS TOTAL)

(SEE BOLTING DETAILS)

NON-CONTINUOUS SPAN

CONTINUOUS SPAN

BOLTING DETAILS

NOT TO SCALE

BOLTS

BOLTS

BOLTS

(SIZED PER DESIGN) KNEE BRACE W/4-20D GALV. NAILS

AT POST ATTACHMENT & W/ 4-10D NAILS AT BOTTOM

CHORD OF TRUSS & W/4-10D NAILS ON TOP CHORD OF

TRUSS

PLY              GLULAM

Fb =   psi

NOTE: SIDING AND GIRTS ARE NOT SHOWN

TO ALLOW FOR CLARITY

ALL BOLTS TO BE 

1

2

" DIAMETER CARRIAGE BOLTS

CORRUGATED PLASTIC TUBING       " DIAM.,

MEETING THE REQUIREMENTS OF ASTM F 405 HEAVY DUTY CPT.

__" ___ STYLE GUTTER @              FT./FT. OR %

_____________ GUTTER MATERIAL. NOMINAL THICKNESS

(MIN. 0.027")

USE HIDDEN HANGERS @ 24" SPACING.

DOWNSPOUT,            " DIAM. OR        " x         "

NOMINAL THICKNESS        " (SEE SHEET       FOR GUTTER

LOCATION)

(MINIMUM NOMINAL THICKNESS 0.027 IN)

____ FT.

(10 FT. MIN)

____ FT

(AS NEEDED)

OUTLET SECTION

         " DIA. SOLID SCH 40 PVC

(LAST 10' SECTION)

SLOPE         %

RISER UNIT -          " DIA.

SCH 40 PVC (NON-PERFORATED)

WITH 90° ELBOW

(SEE NOTE )

       " x         " FASCIA

INSTALL A FLAP OR FORK TYPE

SELF CLEANING (OR EQUIVALENT)

ANIMAL GUARD

ELEV. _____

NOTE:

1) FASCIA BOARD MATERIAL TO BE SPRUCE, PINE, FIR OR BETTER.

COVER WITH ALUMINUM/VINYL FLASHING OR PAINT PRIOR TO

INSTALLATION OF ROOF GUTTER.

2) NO PRESSURE TREATED LUMBER ALLOWED

UNITED STATES

DEPARTMENT OF

AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND

ISSUE DATE:

DRAWING NO.

6
"

DOWNSPOUT HANGERS

(SPACING @ 10' O.C. MAX)

_____FT

(2FT MIN)

ELEV. _____

558-A

ROOF RUNOFF

558-A

10/2014

ROOF RUNOFF CONTRACTOR CERTIFICATION

I certify that the roof gutter and downspout type,

size, gage, roof gutter slope and mounting method

are as shown on the plans and specifications.

    (contractor)                                        (date)

29GA METAL

SIDING

ROOF MATERIAL SHALL BE MINIMUM 29GA

GALVALUME OR GALVANIZED (G90 OR

BETTER) STEEL

2" X 4" PURLINS @ 24"

(SEE TRUSS DESIGN NOTES)

A1 VENTED SOFFIT

MATERIAL

HURRICANE STRAP -

SIMPSON TYPE H10A OR

EQUIVALENT @ EACH TRUSS

2" X 4" GIRTS @ 24"

SPACING

CONCRETE CURB MUST BE A MINIMUM OF

HIGH CONTINUOUS AROUND THE INSIDE OF

POST

USE 4000 PSI CONCRETE FOR FLOOR

(SEE CONCRETE FLOOR DETAIL FOR STEEL REQUIREMENTS)

4
'

NOTE:

CONCRETE FOR FLOOR AND SUMP USE A MICRO-SILCA ADMIXTURE

MEETING ASTM 1240 DESIGNATION. FOLLOW MANUFACTURES

RECOMMENDATIONS

SIDE VIEW

NOT TO SCALE

POST SIZE AND SPACING AS DESIGNED

PLY              GLULAM

Fb =   psi

TRUSS BOTTOM

45°

PROPOSED KNEE BRACE

GUTTER



TYPICAL SIGNS

TO BE USED

TYPICAL EYEWASH

STATION
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2EA #4 RE-BAR

6" MIN. VINYL

WATERSTOP

#4 RE-BAR "L" @ 16" SPACING

(3' LONG)

6" HIGH CONCRETE CURB

NOT TO SCALE

NOTES:

1) 4000 PSI CONCRETE

2) GRADE 60 STEEL
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"

2
"

2EA #4 RE-BAR

6" MIN. VINYL

WATERSTOP

#4 RE-BAR "L" @ 16" SPACING

(3' LONG)

8" HIGH CONCRETE CURB

NOT TO SCALE

NOTES:

1) 4000 PSI CONCRETE

2) GRADE 60 STEEL

8"
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"

5
"

2
"

2EA #4 RE-BAR

6" MIN. VINYL

WATERSTOP

#4 RE-BAR "L" @ 16" SPACING

(3' LONG)

10" HIGH CONCRETE CURB

NOT TO SCALE

NOTES:

1) 4000 PSI CONCRETE

2) GRADE 60 STEEL

PLY            GLULAM

Fb =   psi

CONCRETE FLOOR

(SEE CONCRETE FLOOR DETAIL)

COMPACTED EARTHFILL

1 - 1/2" X 15" STEEL ROD THROUGH

POSTS WHERE CONCRETE COLLAR

IS PLACED (REQUIRED)

1' PLACED CONCRETE COLLAR

(CONCRETE WET MIX)

8" X 24" Ø CONCRETE FOOTING

NOTE:  THIS DETAIL REPRESENTS THE TYPICAL EMBEDMENT

   OF A PERIMETER POST FOR THE STRUCTURE.

POST EMBEDMENT DETAIL

NOT TO SCALE

8
"

1
'

3
'

TOTAL AREA

LANDOWNER

TRACT

PRACTICE(S)

AREA 1 AREA 2 AREA 3

MATERIALS/RATE

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

APPLIED

AMOUNT

APPLIED

FERTILIZER 10-20-20

500LBS/AC

AMOUNT

APPLIED

LIME - 2TONS/AC

DOLOMITIC

SEED MIXTURE

(SEE BELOW)

MULCH

2 TONS/AC

ENTER KINDS AND AMOUNT OF SEED BELOW NOTE: INOCULATE ALL LEGUMES

NRCS SEED MIX

DISK ALL DISTURBED AREAS TO A DEPTH OF 4-6"

CULTIPACK AFTER SEEDING

SEEDING DATES

AREA 1

NRCS SEED MIX NRCS SEED MIX

AREA 2 AREA 3

PLAN APPROVED BY: CHECKED FOR TECHNICAL COMPLIANCE BY:

TITLE DATE TITLE DATE

UNITED STATES

DEPARTMENT OF

AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND

ISSUE DATE:

DRAWING NO.

SEEDING DETAIL

S-1.0

7/2014

UNITED STATES

DEPARTMENT OF

AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND

ISSUE DATE:

DRAWING NO.

ACCESS LANE

AL-1

3/2015

6
"

NOT TO SCALE

FILTER FABRIC

(MIN CLASS SE)

GENERAL NOTES:

 REMOVE TOPSOIL PRIOR TO GRADING AND STOCKPILE OUTSIDE LIMITS OF

ACCESS LANE CONSTRUCTION.

 OVERLAP ALL FILTER FABRIC AT LEAST 2 FEET.

 TOPSOIL SHALL BE USED TO FACILITATE REVEGETATION.

 SEED ALL DISTURBED AREAS ACCORDING TO THE SEEDING SPECIFICATIONS.

CRUSHER RUN

MINIMUM SIZE

3' X 3' X 2' DEEP

6
"

# 4 RE-BAR @ 12"

(BOTH WAYS IN THE SUMP ONLY)

6" MINIMUM VINYL

WATERSTOP

THICKNESS AND

ELEVATION OF SLAB VARIES

1 1/2" GRATING & SUPPORT ANGLES

SHALL BE GALVANIZED STEEL

6"

CONCRETE SUMP DETAIL

NOT TO SCALE

CONCRETE FLOOR

(SEE CONCRETE FLOOR DETAIL)

2"2"

NOTES:

1) 4000 PSI CONCRETE

2) GRADE 60 STEEL

5" OF CR6 OR #57 STONE AS BASE MATERIAL

#4 RE-BAR @ 18" GRID SPACING

NOTE: IF TRACTOR TRAILERS (HS20 RATING) WILL BE

TRAVELING ON CONCRETE, INCREASE CONCRETE

THICKNESS TO 7 

1

2

", #4 RE-BAR @ 18" GRID SPACING.

CONCRETE FLOOR DETAIL

NOT TO SCALE

CONCRETE FLOOR

(SEE CONCRETE FLOOR DETAIL)

FINISHED FLOOR

ELEVATION VARIES

# 5 BAR @ 12" BOTH WAYS

TYPICAL CONCRETE

ENTRANCE RAMP DETAIL

NOT TO SCALE

3"

5
"

6
"

1'

8'

*DETAIL SHOWN AS CONTINUOUS POUR.

WATERSTOP REQUIRED IF POURED

SEPARATE FROM FLOOR


